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NOTES:

t. PREFABRICATED EQUIPMENT SHELTER WILL BE DELIVERED T0
THE AIRPORT PER THE LOCAL FAA SECTOR FIELD OFFICE'S
INSTRUCTIONS. CONTRACTOR SHALL CONTACT MR, DAN GEIST
AT (8I5) 509-3200 TO ARRANGE PICK-UP OF THE SHELTER

9'-0 374 *

FROM ITS STORAGE LOCATION AND RELOCATION TO THE SITE,

2. REFER TO PROJECT SPECIAL PROVISIONS FOR EXCAVATION DETAILS.
3. REFER TO PROJECT SPECIAL PROVISIONS FOR CONCRETE DETAILS.

4., SHELTER IS DELIVERED TO SITE WITH ELECTRICAL LIGHTS,
SWITCHES, RECPTACLES, AND LOCALIZER EQUIPMENT RACK
MOUNTED INSIDE. EXTERIOR ELEMENTS ARE TO BE INSTALLED BY
THE CONTRACTOR AND ARE SHIPPED LOOSE INSIDE SHELTER SEE
VERNMENT FURNISHED PROPERTY LIST (GFPL) FOR A COMPLETE
LIST OF ITEMS DELIVERED WITH OR INSTALLED IN EOUIPMENT SHELTER,
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